iH’'O ) INSULATED PIPE

CS-HDPE PRE-INSULATED

CONCENTRIC REDUCER PE 100 PRE-INSULATED CONCENTRIC REDUCER

D2 D3 D4

. 73 60.3 160 160 550 323.9 273.1 450 400 663
88.9 60.3 200 160 550 355.6 168.3 500 280 790
: 88.9 73 200 160 550 355.6 219.1 500 355 790
114.3 60.3 225 160 560 355.6 273.1 500 400 790
114.3 73 225 160 560 355.6 323.3 500 450 790
— — 114.3 88.9 225 200 560 406.4 168.3 560 280 816
S A 141.3 60.3 250 160 587 406.4 219.1 560 355 816
141.3 73 250 160 587 406.4 273.1 560 400 816
141.3 88.9 250 200 587 406.4 323.9 560 450 816
141.3 114.3 250 225 587 406.4 355.6 560 500 816
168.3 73 280 160 600 457 219.1 630 355 841
L+J 168.3 88.9 280 200 600 457 273.1 630 400 841
168.3 114.3 280 225 600 457 323.9 630 450 841
168.3 141.3 280 250 600 457 355.6 630 500 841
219.1 88.9 355 200 612 457 406.4 630 560 841
219.1 114.3 355 225 612 508 219.1 630 355 968
219.1 141.3 355 250 612 508 273.1 630 400 968
219.1 168.3 355 280 612 508 323.9 630 450 968
273.1 114.3 400 225 638 508 355.6 630 500 968
273.1 141.3 400 250 638 508 406.4 630 560 968
273.1 168.3 400 280 638 508 457 630 630 968

273.1 219.3 400 355 638

323.9 114.3 450 225 663

323.9 168.3 450 280 663

323.9 219.1 450 355 663

The Insulation Contractors
: Association of Australia
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