iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

| SERVICE PIPE/CASING: CARBON STEEL/SPIRAL CAUFIELD GREEN |

Service Pipe Material:
| SPECIFICATION: MIXED SCHEDULE | S
Insulation Material:
DPE1783R PUR (k =0.024 W/m°K)
Casing Material:
Painted Steel (k =50 W/m°K)
Casing (Caufield Green--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe | Equivalent 152 178 203 229 254 305 330 400 450 508 610 (standard stock items)
Diameter | Imperial NB (mm)
(mm) i) schedule [Thickness PUR_Thk| RVal |pUR Thi| R-Val |pURThk| R-Val |pUR_Thk| R-val [pUR_Thk| RVal |pUR Thk| RVl |pUR_Thk| R-Val |pUR_Thk| R-val |pUR_Thk| R-Val [pUr_Thi| RVal |pUR Thi| Reval | PryMassof | WetMassof
Number | (mm) (mm)[(m/w) | (mm) | (me/w) | (mm) | (mw)| (mm) | m2k/w) | (mm) - mi/w) | (mm) | (mlw) | (mm) | mPw)| (mm) | (mEkw) | (mm) | m2/w) | (mm) [ (m/w) | (mm) | (mPw) '“S”:f(tge/‘:n)p"’e '"S“(':j:ﬁ'pe
60.3 2" STD | 3.91 | 525 3.98 8.2 104
73.0 | 2'/," | STD | 5.16 | 62.7 12.1 15.1
88.9 3" STD | 549 | 77.9 15.3 20.1
114.3 4" STD | 6.02 |102.3 20.7 28.9
141.3 5" STD | 6.55 | 128.2 26.9 39.8
168.3 6" STD | 7.11 | 1541 cAN 80.9 | 4.59 34.9 53.6
219.1 8" 20 6.35 | 206.4 2.08 XN LNE 0.5 40.1 73.6
273.1 10" 20 6.35 | 260.4 50.5 103.8
323.9 12" 20 6.35 | 311.2 59.6 135.7
355.6 14" 10 6.35 3429 NN 76.2 3.74 66.7 159.0
406.4 16" 10 6.35 | 393.7 50.8 2.34 gk 73.1 194.9
457.0 18" 10 6.35 | 4443 76.5 3.64 85.2 240.2
508.0 20" 10 6.35 [495.3 51.0 231 91.3 283.9

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass
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