iH’O ) INSULATED PIPE

HEATING WATER iH20 PRE-INSULATED PIPING (R>1.5) Q ’ “
| SERVICE PIPE/CASING: CARBON STEEL/PE100 S1 HDPE WHITE | ”

Service Pipe Material:
| SPECIFICATION: MIXED SCHEDULE | Corbomstecl (ko267 W/
Insulation Material:
FUCTIONAL OPERATING TEMP: -30°C TO +85°C (PUR) ; -20 °C TO +120 °C (PIR) OPELTE3RPUR (k= 0,020 W/
All R-values are calculated based on PUR factors Casing Material:
PE100 S1 HDPE (k =0.43 W/m°K)
Casing (PE100 S1 HDPE White) --- OD/ID (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 160 | 150 | 200 | 188 | 225 | 211 | 250 | 235 | 315 | 296 | 355 | 338 | 400 | 380 | 450 | 428 | 500 | 476 | 560 | 533 | 630 | 599 | (standard stock items)
Diameter | Imperial NB (mm)
(mm) i) schedule [Thickness PUR_Thk| RVal |pUR Thi| R-Val |pURThk| R-Val |pUR_Thk| R-val [pUR_Thk| RVal |pUR Thk| RVl |pUR_Thk| R-Val |pUR_Thk| R-val |pUR_Thk| R-Val [pUr_Thi| RVal |pUR Thi| Reval | PryMassof | WetMassof
Number | (mm) (mm)[(m/w) | (mm) | (me/w) | (mm) | (mw)| (mm) | m2k/w) | (mm) - mi/w) | (mm) | (mlw) | (mm) | mPw)| (mm) | (mEkw) | (mm) | m2/w) | (mm) [ (m/w) | (mm) | (mPw) '“S”:f(tge/‘:'n)""’e '"S“('i‘;:ﬁ'pe
60.3 2" STD | 391 | 525 EEXVEEWLE 63.8 | 4.43 8.4 10.6
73.0 | 2 1/2" STD | 5.16 | 62.7 PE: AW WLIN 57.4 | 3.68 11.6 14.6
88.9 3" STD | 5.49 | 77.9 BN W 49.5 61.2 | 3.80 14.1 18.9
114.3 4" STD | 6.02 | 102.3 60.3 | 3.51 20.5 28.7
141.3 5" STD | 6.55 |128.2 35.0 1.77 BEES 77.3 | 4.54 27.2 40.1
168.3 6" STD | 7.11 | 154.1 CEFC RN NCEN 63.8 34.8 534
219.1 8" 20 6.35 | 206.4 Ci .Sl 59.3 | 3.04 43.6 77.0
273.1 10" 20 6.35 [ 260.4 323 | 1.50 BENANVH X 55.9 109.1
323.9 12" 20 6.35 [ 311.2 283 | 1.29 EEYNERPR: L) 67.2 143.2
355.6 14" 10 6.35 [ 3429 WA N YA 60.0 713 163.7
406.4 16" 10 6.35 [ 393.7 C7 NI Y 63.1 82.8 204.5
457.0 18" 10 6.35 | 444.3 37.8 1.72 W%t 95.8 250.8
508.0 20" 10 6.35 [495.3 45.6 2.08 110.7 3034

2 The Insulation Contractors
fl Association of Australia

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass AUSTRALIAN PIPING SOLUTIONS
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