iH@ INSULATED PIPE

D2

C1

: CU-HDPE PRE-INSULATED CU-HDPE PRE-INSULATED CU-HDPE PRE-INSULATED
EQUAL TEES REDUCING TEES REDUCING TEES
125 TYP, D2 L1 D3 D4 L1 D1 D2 DE] D4 L1

: 50.8 160 570 290 63.5 50.8 200 160 570 310 152.4 127 280 250 660 350
63.5 200 610 310 76.2 50.8 200 160 570 310 203.2 | 508 355 160 570 390
N 76.2 200 610 310 76.2 63.5 200 200 610 310 203.2 | 635 355 200 610 390
B { - oTe 995 635 325 1016 | 50.8 225 160 570 325 2032 | 76.2 355 200 610 390
™ o _— 660 335 1016 | 635 225 200 610 325 203.2 | 1016 | 355 225 635 390
o e o P 1016 | 76.2 225 200 610 325 203.2 | 127 355 250 660 390
a — 29T — - - - 127 50.8 250 160 570 335 203.2 | 1524 | 355 280 690 390
el 2 . o ma o 127 63.5 250 200 610 335 254 50.8 400 160 570 410
: i i =| 2 - 400 810 410 127 76.2 250 200 610 335 254 63.5 400 200 610 410
127 | 1016 | 250 225 635 335 254 76.2 400 200 610 410
g 1524 | 50.8 280 160 570 350 254 | 1016 | 400 225 635 410
1524 | 635 280 200 610 350 254 127 400 280 690 410
1524 | 762 280 200 610 350 254 | 1524 | 400 355 765 410
1524 | 1016 | 280 225 635 350 254 | 2032 | 400 355 765 410
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