iH@ INSULATED PIPE

PE100 PRE-INSULATED EQUAL TEES PE100 PRE-INSULATED PE100 PRE-INSULATED
REDUCING TEES REDUCING TEES
D3 D4 D3 D4
32 160 700 380 200 90 315 200 600 550 400 225 560 355 900 750
D2 40 160 700 380 200 110 315 225 600 550 400 250 560 400 900 750
r-l-j 50 160 700 380 225 90 355 200 600 550 400 280 560 400 900 750
63 180 750 400 225 110 355 225 600 550 450 90 630 200 900 750
N 75 200 750 400 250 90 400 200 600 650 450 110 630 225 900 750
R 90 200 750 400 250 110 400 225 600 650 450 160 630 280 900 750
1 ] o 110 225 750 400 250 160 400 280 600 650 450 200 630 315 1000 750
. 1 125 250 800 425 280 90 400 200 600 650 450 225 630 355 1000 750
o 0 140 250 800 425 280 110 400 225 600 650 450 250 630 400 1000 800
160 280 850 450 280 160 400 280 600 650 450 280 630 400 1000 800
180 315 850 450 280 200 400 315 600 650 450 315 630 450 1000 800
200 315 850 450 315 90 450 200 600 700 500 160 630 280 1000 800
[f 225 355 900 480 315 110 450 225 600 700 500 200 630 315 1000 800
== 250 400 950 500 315 160 450 280 650 700 500 225 630 355 1000 800
280 400 950 500 315 200 450 315 650 700 500 250 630 400 1000 900
. 315 450 1000 520 355 90 500 200 650 700 500 280 630 400 1000 900
e 355 500 1050 550 355 110 500 225 650 700 500 315 630 450 1000 900
- ;[ 8 400 560 1100 580 355 160 500 280 650 700 500 355 630 500 1000 900
125TYP. | 450 630 1180 620 355 200 500 315 700 700 560 200 710 315 1000 900
L] 500 630 1180 620 355 225 500 355 700 700 560 225 710 355 1000 900
560 710 1300 650 355 250 500 400 700 700 560 250 710 400 1000 900
400 90 560 200 800 750 560 280 710 400 1000 1200
400 110 560 225 800 750 560 315 710 450 1000 1200
400 160 560 280 800 750 560 355 710 500 1000 1200
400 200 560 315 900 750

NOTE: TEES AVAILABLE IN SDR11 (PN16), SDR 13.6 (PN12.5), AND SDR 17 (PN10)
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