iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL GALV STEEL ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:

Stainless Steel

(k=13 W/m°K)

Insulation Material:

DPE1783R PUR

(k =0.024 W/m°K)

Casing Material:

2275 Galv Steel

(k=50 W/m°K)

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

Global
1SO 9001

2 The Insulation Contractors
) Association of Australia

Casing (2275 Galvanized steel--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI inlz::,ax:ssp?;e i:\s’j:atme:s:;fe
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2, | 55 | 211 | 688 230 [PEERIN 650 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 XLl 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 63.5 3.15 31.8 87.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 5s | 4.19 |448.6 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 |498.4 PN 101.5| 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 W 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 L 380.7




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)
‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL OFF WHITE ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:

Stainless Steel

(k=13 W/m°K)

Insulation Material:

DPE1783R PUR

Painted Steel

(k =0.024 W/m°K)
Casing Material:

(k=50 W/m°K)

The Insulation Contractors

Casing (Off White--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI in'::}'amzssp?;e ir‘:\s’j:atmezs:;fe
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2, | 55 | 211 | 688 230 [PEERIN 650 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 XLl 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 63.5 3.15 31.8 87.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 5s | 4.19 |448.6 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 |498.4 NP XEIN 101.5] 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 W 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 JEECEKe 380.7

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

¥ Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL HERITAGE RED ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:

Stainless Steel

(k=13 W/m°K)

Insulation Material:

DPE1783R PUR

(k =0.024 W/m°K)

Casing Material:

Painted Steel

(k=50 W/m°K)

The Insulation Contractors

Casing (Heritage Red--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-Val inz:raxzssp?;e ir‘:\s’j:atmezs:;fe
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2, | 55 | 211 | 688 230 [PEERIN 650 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 MR 88.5 | 4.64 | 31.8 87.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 5s | 4.19 |448.6 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 |498.4 NP XEIN 101.5] 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 KRN 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 JEECEXS 380.7

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL CAUFIELD GREEN ‘

. Service Pipe Material:
| SPECIFICATION: SCHEDULE 5S | Stainless Steel (ke 13 W/mi)
Insulation Material:
DPE1783R PUR (k =0.024 W/m°K)
Casing Material:
Painted Steel (k=50 W/m°K)
Casing (Caufield Green--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-Val inz:raxzssp?;e ir‘:\s’j:atmezs:;fe
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2, | 55 | 211 | 688 2.30 B ERERLN 65.0 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 MR 88.5 | 4.64 | 31.8 87.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 5s | 4.19 | 4486 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 |498.4 PN 101.5| 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 JK:EN 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 LN 380.7

The Insulation Contractors

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL EBONY ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:
(k=13 W/m°K)

Insulation Material:

Stainless Steel

DPE1783R PUR (k =0.024 W/m°K)

Casing Material:
Painted Steel (k=50 W/m°K)

Casing (Ebony--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Thickness PUR_Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val [pUR_Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val [pUR_Thk| R-Val [PUR Thk| R-Val |PUR Thk| R-Val [pPUR_Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val |, Dry Mass (.’f .Wet Wiass .° f
schedule ] rnm) (mm) [(m%/wW)| (mm) |(m’kw)| (mm) [mA/w)| (mm) [(mA/w)| (mm) [mw)| (mm) [(m/w)| (mm) [mlkw)| (mm) [mw)| (mm) [mA/w)| (mm) [(m’kw)| (mm) f(mw)| (mm) | (mk/w) '"Su:?;e/i)p'pe '"s"('s;i;"pe
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2%," | 55 | 2.11 | 68.8 230 [PEERIN 650 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 MR 88.5 | 4.64 | 31.8 87.5
3239 | 12" | 55 | 3.96 {3160 W28 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 55 | 4.19 |4486 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 [ 4984 NP XN 101.5| 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 OREREY 837 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 JEECEXS 380.7

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,

Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

The Insulation Contractors
Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL ALUMINUM ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:
(k=13 W/m°K)

Insulation Material:

Stainless Steel

DPE1783R PUR (k =0.024 W/m°K)

Casing Material:
Aluminum (k=205 W/m°K)

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

’

% APS

AUSTRALIAN PIPING SOLUTIONS

The Insulation Contractors

Casing (Aluminum--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI inlz:‘llam:ssp?;e i:::: axzs:;:e
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 4.1 6.6
73.0 | 2, | 55 | 211 | 688 230 [PEERIN 650 | 4.29 5.8 9.6
889 | 3" | 55 |211] 847 XLl 57.1 3.46 7.1 12.7
1143 | 4" | 55 | 211 [1101 444 | 201 [FFNMEPTY 69.9 | 4.19 | 8.9 18.4
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 12.9 27.4
1683 | 6" | 55 | 277 |162.38 68.4 3.75 15.9 36.7
219.1| 8" | 55 | 277 |2136 55.5 2.79 19.4 55.2
273.1 | 10" | 5s | 3.40 |266.3 63.5 3.15 28.8 84.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 38.3 116.8
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 43.2 138.1
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 49.0 173.4
457 | 18" | 5s | 4.19 |448.6 76.5 3.64 57.7 215.8
508.0 | 20" | 5s | 4.78 |498.4 PN 101.5| 4.94 68.6 263.7
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 [REY) 315.5
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 JECEXS 375.3

Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)
‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL STAINLESS STEEL ‘

. Service Pipe Material:
| SPECIFICATION: SCHEDULE 5S | Stainless Steel (ke 13 W/mi)
Insulation Material:
DPE1783R PUR (k =0.024 W/m°K)
Casing Material:
316L Stainless Steel (k=13 W/m°K)
Casing (316L Stainless Steel--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI inlz::,am:ssp?;e i:::: atMeZs:;:e
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.1 7.7
73.0 | 2%, | 5s | 211 | 6838 2.30 B ERERLN 65.0 | 4.29 7.0 10.7
889 | 3" | 55 |211] 847 XLl 57.1 3.46 8.5 14.1
1143 | 4" | 55 | 211 [1101 444 | 201 [FFNMEPTY 69.9 | 4.19 | 10.4 19.9
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.6 29.1
1683 | 6" | 55 | 277 |162.38 68.4 3.75 17.9 38.7
219.1| 8" | 55 | 277 |2136 55.5 2.79 216 57.4
273.1 | 10" | 5s | 3.40 |266.3 63.5 3.15 31.4 87.1
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 413 119.7
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 46.5 141.5
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 524 176.8
457 | 18" | 5s | 4.19 | 4486 76.5 3.64 61.8 219.8
508.0 | 20" | 5s | 4.78 |498.4 PN 101.5| 4.94 72.6 267.7
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 JEEN! 320.2
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 JECLE! 380.1

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass

% APS

AUSTRALIAN PIPING SOLUTIONS

Global
1SO 9001

2 The Insulation Contractors
‘ Association of Australia




iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

| SERVICE PIPE/CASING: STAINLESS STEEL/PE100 S1 HDPE BLACK |

| SPECIFICATION: SCHEDULE 5 | Senice Pioe Mterial
Stainless Steel (k=13 W/m°K)
Insulation Material:
DPE1783R PUR (k=0.024 W/m°K)
Casing Material:

PE100 S1 HDPE (k=0.43 W/m°K)
Casing (PE100 S1 HDPE Black) --- OD/ID (mm) Dry & Wet mass of iH20

Class insulated pipe*
o feisen ooy |60 | 150 | 180 | 169 | 200 | 188 | 225 | 211 | 250 | 235 | 280 | 263 | 315 | 296 | 355 | 338 | 400 | 380 | 450 | 428 | 500 | 476 | 560 | 533 | 630 | 599 | 710 | 675 | 800 | 761 | (standard stockitems)

eptmm) " schedule | Thickness PUR_Thk| R-Val |PUR_Thk| R-Val [PUR_Thk[ R-Val [PUR_Thk| R-Val [PUR Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val [PUR_Thk| R-Val [PUR_Thk| R-Val [PUR_Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val inl:;:,atMe:ssp?;e n‘mﬂs’:raxzs:;fe

(mm) (mm) | (/w) | (m) | |- ()| irw) | (mm) (/) | mm) e | (mm) |G| Gmem) i |- ()| i) | Gmm) (i) | mm) e | (mm) | Gy | (o) | ()| )| ()i |- )i |7 S (ke/m)

603 | 2" | 55 [ 165 ] 570 [FEREPRER 544 5.4 8.0
73.0 | 2%, | 55 | 2.11 | 688 [ 387 | 2.25 WENMPICIN 57.4 | 3.68 | 69.2 | 4.66 7.5 11.2
88.9 | 3" | 55 |211] 847 2.26 [EERRPXCPY 61.2 | 3.80 9.2 14.8
1143 | 4" | s5s [ 211 [1101 Nl 485 2.70 3.51 116 21.1
1413 | 5" | 55 | 277 13538 46.8 | 2.48 EIEIERN) 18.5 32.9
1683 | 6" | 55 | 277 | 16238 Ve 638 3.47 226 43.4
219.1| 8" | ss | 2772136 59.3 3.04 26.6 62.4
273.1| 10" | 55 | 340 2663 53.7 2.63 372 92.9
323.9 | 12" | 55 [ 396 [3160 52.1 2.49 49.3 127.7
355.6 | 14" | 55 | 3.96 [347.7 60.0 2.89 56.7 151.6
a06.4 | 16" | 55 | 419 [3980 63.1 3.01 69.3 193.7
457.0 | 18" | 55 | 419 |4486 71.1 3.39 81.8 239.8
508.0 | 20" | 55 | 478 4984 XLl 83.7 4.01 104.0 299.2
559.0 | 22" | 55 | 4.78 [549.4 P NPXE] 101.0] 490 | 1080 345.1
610.0 | 24" | 5s | 554 [5989 75.5 3.52 NEEEYN 419.5

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass
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iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)
| SERVICE PIPE/CASING: STAINLESS STEEL/PE100 S1 HDPE WHITE |

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:

Stainless Steel

(k=13 W/m°K)

Insulation Material:

DPE1783R PUR

PE100 S1 HDPE

(k =0.024 W/m°K)
Casing Material:

(k =0.43 W/m°K)

Casing (PE100 S1 HDPE White) --- OD/ID (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe |Equivalent 160 | 150 | 180 | 169 | 200 | 188 | 225 | 211 | 250 | 235 | 280 | 263 | 315 | 296 | 355 | 338 | 400 | 380 | 450 | 428 | 500 | 476 | 560 | 533 | 630 | 599 | 710 | 675 | 800 | 761 | (standard stockitems)
Diameter/ | Imperial NB (mm)
0D (mm) (in) . Dry Mass of | Wet Mass of
Schedule Thickness PUR_Thk| R-Val [PUR_Thk| R-Val |PUR_Thk| R-Val |PUR_Thk| R-Val |PUR_Thk| R-Val [PUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val |PUR_Thk| R-Val [pUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val |[PUR_Thk| R-Val |pPUR_Thk| R-Val |PUR_Thk| R-Val insulated pipe | insulated pipe
(mm) (mm) |(m’k/W)| (mm) |(m%K/W)| (mm) [(m’k/W)| (mm) |(m*>/W)| (mm) [(m’k/W)| (mm) |(m’*k/W)| (mm) [(m’k/W)| (mm) |(m’k/W)| (mm) [(m’k/W)[ (mm) [(m’k/W)| (mm) |(mkK/W)| (mm) |(m’k/W)| (mm) |(m*k/W)| (mm) [(m?k/W)| (mm) [(m’K/W) (kg/m) (kg/m)
603 | 2" [ ss | 165 57.0 [FERNERER 544 5.4 8.0
73.0 | 2%/, | 55 | 211 | 68.8 | 38.7 | 2.25 [PENMPICIN 57.4 | 3.68 | 69.2 | 4.66 7.5 11.2
88.9 | 3" | 55 |211] 847 2.26 [EERYPKPY 61.2 | 3.80 9.2 14.8
1143 | 4" | 55 [ 211 [1101 1.94 RS 3.51 116 21.1
1413 | 5" | 55 [ 2771358 46.8 | 2.48 FIERERLD) 18.5 32.9
1683 | 6" | 55 | 2.77 | 1628 e 633 3.47 226 43.4
219.1| 8" | ss | 2772136 59.3 3.04 26.6 62.4
273.1| 10" | 55 | 340 2663 CERARNEN 77.5 | 4.00 | 37.2 92.9
323.9 | 12" | 55 [ 3.96 [3160 52.1 2.49 493 127.7
355.6 | 14" | 55 | 3.96 [347.7 60.0 2.89 56.7 151.6
a06.4 | 16" | 55 | 419 [398.0 RN 064 | 4385 | 69.3 193.7
457.0 | 18" | 55 | 419 |4486 FRBIERELN 109.2] 5.49 | 818 239.8
508.0 | 20" | 55 | 478 4984 Il 83.7 4.01 104.0 299.2
559.0 | 22" | 55 | 478 [549.4 SR 101.0] 490 | 1080 345.1
610.0 | 24" | 55 | 554 [5989 75.5 3.52 EEYN 419.5

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass
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